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CONSTRUCTION DETAILS GENERAL NOTES

US 220

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

@ |-68 RAMPS C & H
CUMBERLAND, MD

APPROVALS

TEAM LEADER

ASST. DIV. CHIEF

DIMISION CHIEF

éj gEﬁ&@gLEX{QE?NQEQEgL;ENHEQQFRA (SOLO PRO) AND CABLE ON EXISTING STRAIN POLE. 1. REALIGN VIDEG CAMERAS AS NECESSARY. VIDED CAMERA LOCATION / ALIGNING
C. REPLACE EXISTING SIGNAL HEAD WITH NEW L.E.D. TRAFFIC SIGNAL HEAD., DE—-ENERGIZE SHALL BE COORDINATED WITH THE SHA ENGINEER.
AND COVER LEFT TURN ARROW SECTIONS.
D. INSTALL NEW L.E.D. TRAFFIC SIGNAL HEAD, DE-ENERGIZE ANC COVER LEFT TURN SECTIONS. 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
E. RELOCATE AND RE-WIRE EXISTING SIGNAL HEAD AS SHOWN. SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL
F. INSTALL 4" PVC SCHEDULE 80 ELECTRICAL CONDUIT WITH PULL STRING FOR FUTURE EACH CABLE.
POWER FEED — TRENCHED DURING CONSTRUCTION.
z _ 3. THE CONTRACTOR SHALL BAG AND UNBAG TRAFFIC SIGNAL HEADS AS NECESSARY.
S: %H§$ﬁtt ﬂANB¥8L5§HEDULE 80 ELECTRICAL CONDUIT - TRENCHED DURING CONSTRUCTION. s [RACTOR SHALL GAC AND UNBAG TRATFIC SIGNAL HE/
ﬁ: éEéNESS %é;ﬁgéﬁeEg%gggggRngDuIT_ 4. THE CONTRACTOR SHALL CONTACT GARY HALL -AT (443) 506-4029 10 DAYS PRIOR
L. REMOVE EXISTING HANDHOLE. TQ BEGINNING CONSTRUCTION.
Nj HéE E§%§$%H8 8§§TNQ%?E° 5. THE CONDUIT INSTALLED FOR THE FUTURE POWER FEED SHALL BE CAPPED TO
0. REMOVE EXISTING SIGN. KEEP DIRT AND WATER OUT OF THE CONDUIT.
Bj HEE E§%§¥%H8 égﬁééNFEEEF' 6. ALL SIGNING AND PAVEMENT MARKINGS SHOWN ON THIS PLAN WERE INSTALLED
PER MOT PLAN, SHEET 58.
7. ALL BAGGED SIGNAL HEADS UNBAGGED DURING THIS STAGE SHALL BE ENEGIZED
IMMEDTATELY.
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